
10’ x 20’ FOLDING CANOPY
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Note : Centre leg will obstruct view on attached  inside print.Note : Centre leg will obstruct view on attached  inside print.

Note : Centre leg will obstruct view on attached  inside print.Note : Centre leg will obstruct view on attached  inside print.

BINDING COLOUR - POLY ROOF ONLY

Binding - The fabric used to join roof panels together.

The colour shown in the above box indicates the 
colour of the binding used on your order.

Any Standard Colour from our range can be 
selected to complete your order. 

Custom coloured binding is available, please contact our 
Graphics Coordinator for a quote. 

WHITE

VALANCE FLAP - UNIQUE FEATURE NOT STANDARD 

Applicable for Detachable Valances or  New Style Awnings.

As a standard the colour of your Valance Flap is 
matched to the main background colour of the 
artwork on the Valance of your marquee.

Please review the colour shown
Please state to our Graphics Coordinator if you require this changed. 

NOT APPLICABLE
ON THIS ORDER

TYPEFACE / FONT USED

The font shown in the above box indicates the font  
used on your order.

Any free to download font can be used or 
alternatively please supply your font.

Please state to our Graphics Coordinator if you require this changed. 

ARIAL - BOLD

900D PU Coated Polyester / 350GSM

900D PU Coated Polyester / 350GSM

Ivory Navy Blue Deep Ocean Blue TheBaggy Green Apple Green Candy Pink Lollipop Purple

CMYK - 6 6 38 0 

Pantone - yellow0131c

CMYK - 100 47 0 47 

Pantone -2955c

CMYK - 100 51 0 69 

Pantone - 540c

CMYK - 83 0 56 56

Pantone -3292c

CMYK - 65 0 100 0

Pantone -7489c

CMYK - 0 100 15 0 

Pantone -214c

CMYK - 51 100 0 6

Pantone -513c

Cola Red

CMYK - 0 100 91 0

Pantone -186c

Fawn ll

CMYK - 0 18 23 56

Pantone

Nude

CMYK - 0 0 11 43

Pantone - 7537c

UV
POLY  - 405c

White Black Maroon Red Green Blue Yellow Orange

CMYK - 0 0 0 0 

Pantone - White

CMYK - 60 91 79 0

Pantone -188c

CMYK - 0 94 65 0 

Pantone -207c

CMYK - 100 0 83 38 

Pantone -7727c

CMYK - 100 72 0 6 

Pantone -7686c

CMYK - 0 36 95 6 

Pantone -123c

UNABLE TO 
BE MATCHED

-  CMYK - 0 0 0 100  

Pantone -black 6 c

UV
POLY

POLY

POLY: 500D PVC Coated Polyester

POLY: 500D PVC Coated Polyester

STANDARD COLOUR RANGES

PREMIUM COLOUR RANGES

White Black Maroon Red Green Blue Yellow

CMYK - 0 0 0 0 

Pantone - White

CMYK - 34 100 74 48

Pantone -188c

CMYK - 0 100 65 35 

Pantone -207c

CMYK - 93 0 79 56 

Pantone -7727c

CMYK - 100 72 0 18 

Pantone -7686c

CMYK - 0 21 93 1 

Pantone -123c

CMYK - 75 67 67 89  

Pantone -black 6 c

Ivory Navy Blue Deep Ocean Blue TheBaggy Green Apple Green Candy Pink Lollipop Purple

CMYK - 3 0 42 0 

Pantone - yellow0131c

CMYK - 95 50 3 52 

Pantone -2955c

CMYK - 100 47 0 72 

Pantone - 540c

CMYK - 100 0 56 71

Pantone -3292c

CMYK - 60 0 89 14

Pantone -7489c

CMYK - 15 100 28 4 

Pantone -214c

CMYK - 51 94 0 0

Pantone -513c

Cola Red

CMYK - 0 100 80 15

Pantone -186c

POLY
Orange

CMYK - 0 52 98 0 

Pantone -715c

Fawn ll

CMYK - 0 4 11 72

Pantone - 405c

Nude

CMYK - 30 20 33 4

Pantone - 7537c

NON-PRINTED SIDE - 

Colour of the non-printed side of fabric 

As a standard all printed fabrics are white on the 
reverse, the colour shown in the above box indicates 
the reverse side of the printed fabric on your order.

Poly available in WHITE or BLACK
UV Poly available in WHITE only
Other colours are available RED, YELLOW, GREEN or BLUE *
Please note these extra fees may occur and the backing colours vary from standard colour range.   

WHITE

 SUBLIMATION PRINTING
   ONLY ROOF & WALLS ONLY

PLEASE NOTE:
All artwork is printed in CMYK colorspace.
Please convert all PMS or RGB artwork to
an equivalent CMYK breakup.

Please be aware that slight color variation may occur in
the printing process from a monitor output.
Place artwork in the designated layer of this document.

This template is designed at a 10% scale of the �nal product.
Rasterized artwork supplied at 300dpi to suit this template size
as the minimum requirement for a high quality �nal print.

Flare Shade logo and UV Print Technology tag will be
printed on to UV printed valance panels as shown on
the template above, unless otherwise instructed.

Copyright Extreme Canopy 2021


