
TECHNICAL DIAGRAMS

BUSINESS RANGE

10’ x 10’ / 10’ x 15’ / 10’ x 20’

FX-7 TECTONIC CANOPY

WE CAN CUSTOM PRINT

ANYCOLOR*

ITEM SPECIFICATION

Size 10’ x 10’  (3x3m) 10’ x 15’  (3x4.5m) 10’ x 20’  (3x6m)

Height 10’ 10”  (3.29m) 10’ 10’’  (3.29m) 10’ 10’’  (3.29m)

Clearance 6’ 7”  (2m) 6’ 7”  (2m) 6’ 7”  (2m)

Frame Box  
Dimensions

64” x 13” x 13”
(163x34x34cm)

64” x 18” x 13”
(163x46x34cm)

64” x 23” x 13”
(163x58x34cm)

Frame Weight 62b  (18kg) 83lb  (38kg) 110lb  (50kg)

Roof Canopy Weights 16lb  (7kg) 22lb  (10kg) 29lb  (13kg)

Main Profile 21/4”  (57 x 50 x 2mm) Hexagonal

Truss Bars 1½” x 3/4” (36 x 18mm)

Framework Aluminum 6005/T5  T6063

Roof Tension Spring

Nuts & Bolts Stainless Steel

Connectors Extruded Aluminum

Feet Zinc Coated Steel  4”x4”  (100mm x 100mm)

Fabric Plain 500D PVC Coated Polyester  
Printed 600D PU Coated Polyester

Optional Frame Colors
Matalic red, blue, black & gold.  
Avalible in frame size 10’x10’, 10’x15’ & 10’x20’    

Instant Canopy Includes Ropes, Steel Stakes & Heavy Duty Protective cover

Manufacturer’s Warranty Frame 10 Years / Polyester Plain & Printed 1 Year

ADDITIONAL INFORMATION
 
The FX-7 exceeds all expectations with unchallenged strength 
and durability, it outperforms all rivals and is considered the 
best instant canopy available. The FX-7 is ready for everyday 
demands of leisure or professional use.     
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